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Main Keys & Interfaces 

1.  Main LCD display 

2.  <Up> / <Power> button 

3.  <Mode> button 

4. <Right> / <Cost> button

5.  Power & Alert LED 

6.   AC power socket 

7.   Audio alert buzzer (built-in) 

8.  USB Port  (Model 920 only) 

9.  USB cable  (Model 920 only) 

10. ARTiPRO 920 CD  (Model 920 only)  



<Up>  /  <Power> button 

<Mode> button 

<Right>  /  <Cost> button 

Basic Operations

ÅConnect the power meter to AC power supply minimum 10 hours to fully charge the 

internal backup battery. 

ÅWhen connected to power supply, LCD backlight remain light on for 5 minutes from 

last press of any button. 

ÅWhen not connected to power supply, backlight is off & LCD turn off after 3 minutes 

from last press of any button to conserve battery energy.  

ÅPlug the power meter to wall socket, then connect the electrical device, which you 

wish to monitor, to the power meter to check and test. 

ÅPower ON-OFF - Press <Power> button and hold for 5 seconds to manually Turn-On 

/ Turn-Off power supply. LED light up when AC power is supply to socket. 

ÅCLEAR - Press <Up> & <Mode> buttons and hold for 3 seconds to CLEAR the 

stored memories.  

ÅRESET  - Press <Mode> & <Right> buttons and hold for 3 seconds to RESET all 

Timer settings.  
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Parameters Display

ÅPress <Mode> button             

to scroll & read the parameter 

display screens  
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Consumption & Cost Display

ÅPress <Cost> button                 

to scroll & read the Energy & 

Cost     
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Power Display

ÅPress <Power> button                to read 

the Power & Power Factor (PF). 
Power & 

Power 

Factor



Meter Parameter Settings

1. At [Setting mode] , Press <Right>  

button                 to enter setting flow.  

2. Press <Mode>  button             to scroll 

to respective setting screen.  

3. Press <Right> button                  to 

enter respective setting flow. 
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Setting Date 

1. At  [Set Date] ,  press <Up> button             

to scroll the number setting & press <Right>

button                to scroll and advance the 

position. 

Screen display format as:-

YYYY 

MMDD

Where YYYY is year, MM is month & DD is day. 

2. Press <Mode> button             to save & go to 

next screen [Set Time]. 
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Setting Time

1. At  [Set Time] , Press <Up>  button             to 

scroll the number setting and press <Right>  

button                 to scroll & advance the

position. 

Screen display format as:-

HH:MM 

Where HH is hours in 24 hours format & MM is 

minutes.  

2. Press <Mode> button             to save & go to

next screen [Set Tariff Cost].   
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Setting Tariff Cost 

1. At  [Set Tariff Cost] , Press <Right> button                to

enter setting flow.  

2. Press <Up> button              to scroll number setting & press 

<Right>  button            to scroll & advance the position. 

Screen display format as:- xxxx (KWh)  

xxx.x (Cent / KWh) 

Example shown Tariff Cost at 20 cents for first 550 KWh 

which is published at power service provider web-site.   

3. Press <Mode>  button            to save & go to second level

setting.   Second level is default at 9999 KWh maximum. 

4. Press <Right> button              to enter setting flow.  

5. Press <Up> button             to scroll number setting & press 

<Right>  button             to scroll & advance the position. 

6. Press <Mode> button          to save & go to [Set Timer].  

7. At  [Set Tariff Cost] , Press <Up>  button            to go  

to 2nd level setting directly. 



Read Timer
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1. To confirm present Timers

setting, at [Set Timer],  Press 

<Up> button            to scroll and

read the 20 sets of Timerôs week

days, ON time & OFF time. 

2 At any read Timer screen, press

<Mode>  button             to go 

to next screen [Set Limit].    
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Set Timer
1.  At  [Set Timer ON], Press <Right>  button                

to enter setting flow.  

2. Press <Up>  button             to scroll the

week days combination selection.  

3. Press <Right>  button             to scroll &

advance the position and press <Up>  

button             to scroll  the number setting. 

Screen display as : HH:MM 

nn

where HH is hours in 24 hours format,  MM is minutes

& nn is Number of Time Switch set.  

When a ñ ïò is selected on HH:MM setting, it disable 

the specific Timer. 

4. Press <Mode>  button            to return to

go to next  setting screen.    

Note - Use RESET (Press <Mode> & <Right> buttons

and hold for 3 seconds)  to RESET all Timer settings.  
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Setting Limit

1. At  [Set Limit] , Press <Right> button                to

enter setting flow.  

2. Press <Up> button              to select REMAIN ON or

TURN OFF when either KWH or $ Limit is hit. 

3. Press <Right>  button                 to scroll & advance

the position and press <Up> button              to scroll 

the number setting. 

4. Press <Mode>  button             to go to next screen

[Set  CO2]. 

5. When either KWh or $ Limit is hit, LED will flash and

audio alarm is beep. 

Press any of the buttons to stop the audio alarm.  

Use RESET (Press <Mode> & <Right> buttons and hold for 

3 seconds)  to RESET all Timer settings.  

6.  Change the Limit value to higher number to stop the

LED and audio alert. 



Setting CO2

1. At  [Set CO2] , Press <Right>

button to enter setting 

flow.  

2. Press <Up>  button              to

scroll the number setting and

press <Right> button              to

scroll & advance the position. 

Fuel oil generator emit 0.425 Kg CO2

per KWh electricity.  

3. Press <Mode>  button           to 

save, exit setting and go to next 

display screen [Time & Cost].   
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ARTiPRO920 Digital Dashboard software 



1. Obtain ARTiPRO CD from the

package or download ARTiPRO

Digital Dashboard software from

www.rtihub.com . 

(Model 920 only) 

2. Run  <<setup>>  to install the

ARTiPRO Digital Dashboard software

to computer. 

When first time connect to meter, select 

<<Install the software automatically 

(Recommended) >>   to allow & load the 

driver. 

ARTiPRO920 Digital Dashboard - Software Installation

http://www.rtihub.com/


ARTiPRO920 Digital Dashboard - Initialization

INITIALIZATION
1. Connect USB cable to ARTiPRO-920 

Power Meter & computerôs USB port   

2. Double click on Power Meter 

icon or select <Power Meter> 

from <All Programs> to start 

the link.  

3. On left top, there are 4 tabs for 

selection. : <Home> , <Timer> , 

<Setting > and <Exit>  

4. For first time installation, please 

ensure following is carry out before

start use of program. 

Select <Setting> tab. Point [File 

Path] and [BMP Path] to a data 

folder you preferred. Click 

<Save> icon to save setting.   

5. Y-axis scale for respective tracking 

& historical charts are adjustable 

with setting. Click  <Save> icon to 

save setting.   
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